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A. Carefully, and completely, remove all parts from the box.
B. Using the diagrams and parts list, inspect the contents of the box for quality and make sure you have all    
     the parts.

PARTS LIST:
1. Base Plate
2. Base with power cord installed and pipe screw
3. Two (2” x 20”) pipes
4. One (2” x 16”) pipe / One B-4 white pole top fitter
5. One 12” globe 
6. Two pipe connectors
7. Seven screws to attach base cover and table. (Four #6 x 3/8”) (Three #8 x 3/8”)
8. Two 5ft. lengths of wire (1 white – 1 black) with connectors attached
9. If you experience any difficulty, please call 1-866-438-8368 and we will be pleased to help you. Do not 

return this product or call the store

NOTE: Phillips screwdriver is needed for assembly

C. Assembly Instructions

1. Fill the base with concrete, sand, or gravel.
2. Fasten the base cover to the base using the three large screws for feet and the four smaller screws for 

the remaining screw holes.
3. Thread the two 5 ft wires through the pole sections and pole connectors as illustrated. Push the pole sec-

tions and connectors together while threading the wire to create a rigid pole.
4. Connect the wire from the B-4 to the wires threaded through the pipes. (white to white – black to black). 

Fasten the post-top fitter to the top section by tightening the fitter screw.
5. Connect the 5 ft wires to the wire of the base using supplied connectors (white to white – black to black).
6. Fasten the pole in place using the screw attached to the neck of the base unit. (See diagram)
7. Install one (1) type A bulb (150 watt MAXIMUM) in the bulb socket.
8. Set the globe over the wing clamps and onto the B-4, tighten the wing clamps. (See diagram)
9. CONNECT YOUR PORTABLE POST LIGHT TO A GROUND FAULT CIRCUIT INTERRUPTER (GFCI) 

PROTECTED REPLACEMENT ONLY. DO NOT PLACE WITHIN TEN (10) FEET OF A POOL.

IMPORTANT SAFETY INSTRUCTIONS:
The portable post light has a polarized plug (one blade is wider than the other) as a feature to reduce risk 
of electric shock. This plug will fit in a polarized outlet only one way. If the plug does not fit fully in the outlet, 
reverse the plug. If it still does not fit, contact a qualified electrician. Never use with an extension core unless 
the plug can be fully inserted. DO NOT ALTER THE PLUG. 


